Floods in the metro system have caused catastrophic damages in mega-cities, especially in subsiding environment. This data in brief gives a detailed description for the calculation of judgment matrixes during decision making process for the flood risk assessment of the metro system. The data source of the assessment factors is provided. The analytical hierarchy process (AHP) and interval fuzzy AHP (FAHP) are used to calibrate the weights of assessment factors. The fuzzy clustering analysis (FCA) method is used to modify the weights obtained from AHP and interval FAHP. The data presented herein was used for the article, titled "Flood risk assessment of metro systems in a subsiding environment using the interval FAHP eFCA approach" Lyu et al. (2019) [1].
Data
The data including hazard, exposure and vulnerability. The data presented here was used to calculate the weight coefficients of AHP and interval FAHP methods for the flood risk of metro system in subsiding environment. Fig. 1 shows the distribution of metro system in subsiding environment. The detailed information of hazard data and exposure data can be found in the research article by [1] . The vulnerability data is presented in Table 1 . The vulnerability data were collected from Shanghai Statistics Bureau [2] and Wang et al. (2014) [3] . During the application of the AHP and interval FAHP, the FCA method is used to classify the assessment sample and modify the weights [5, 6] . According to Saaty (1977) [7] , the value of average random consistency index (RI) of AHP method is listed in Table 2 . Table 3 tabulates the data sources of each assessment factor. Table 4 tabulates the assessment criteria of vulnerability index in district division for Shanghai administrative region.
Experimental design, materials and methods

Assessment structure
In the assessment structure, flood risk is the objective layer. The index layer including hazard (H i ), exposure (E j ) and vulnerability (V k ). Each index consists of different sub-indexes (see Table 3 ). Based on the AHP theory, the judgment matrix can be obtained by pairwise comparison [8, 9] . The interval FAHP uses an interval number instead a crisp number to express decision maker's opinion during pairwise comparison analysis [10] .
Weight calibration
In the AHP method, the weight coefficient is calculated by using Eq. (1). In the interval FAHP method, the weight vector of the interval pairwise comparison matrix is calculated from Eq. (2). The detailed description about the equation can be found in the research article [1] . The data were processed with 30 m resolution in GIS before analysis.
Experimental features
The data were collected from the website of local government and the statistic yearbook of Shanghai (see Table 2 
Value of the data
The data sources of the all assessment factors was provided. The judgment matrixes of AHP and interval FAHP express the opinions from decision makers during pairwise comparison process.
The calculated weights of each assessment index are used to take overlay analysis in GIS. The calculation process can help researchers to understand how to apply FAHP and FCA methods.
and a ij is the element in the judgment matrix.
where a ¼ ; w À and w þ are the weights of the lower bound and upper bound matrixes, respectively, which can be calculated using Eq. (1); w 1 and w 2 are the weights of the interval pairwise comparison matrix.
To elucidate the calculation process of weight coefficients in the FAHP method, the weight calculation process for the index layer to object layer is given as an example. The original AHP approach uses a pairwise comparison to express the relative importance of the assessment factor, as listed in Eq. (3). When the judgment matrix (R) meets the consistency requirement, the interval judgment matrix [R À , Following the same method, the weight coefficients of other factors can also be obtained.
FCA approach
The FCA approach is used to calibrate the fuzzy clustering matrix (H) and fuzzy class centre matrix (K) of the assessment sample. In this study, the FCA method is used to identify the vulnerable risk of metro system induced by floods. Table 1 lists the data of vulnerability index of district division for Shanghai administrative region. Table 4 tabulates the assessment criterion of vulnerability index of district division for Shanghai administrative region. Based on these data, the fuzzy clustering matrix (H) and fuzzy class centre matrix (K) can be obtained by using the FCA method. The result can be found in the research article [1] . The detailed description of the FCA method is as follows.
The generalised Euclidean distance (d) is used to calibrate the relative connection degree between the sample i and the class k, as given in Eq. (7) .
is the fuzzy class centre matrix of class c; b ij is the normalised eigenvalue of the index i to sample j, 0 b ij 1; k jc is the relative connection degree of the index j to the class c, 0 k jc 1. Because different factors have different weights, Eq. (7) is rewritten as Eq. (8).
where w j is the weight of the assessment factor j, which can be calibrated using the AHP approach; w j ¼ ðw 1 ; w 2 ; /; w m Þ T ; and P m j¼1 w j ¼ 1. According to He et al. (2011) [11] , the generalised weighted Euclidean distance (D) can be expressed by using Eq. (9).
where h ci is the relative connection degree of the sample i to the class c, 0 h ci 1, P k c¼1 h ci ¼ 1. To make the assessment sample close to a given class standard, that is, to satisfy the minimum sum of squares of the generalised weight [12] , the objective function can be constructed as Eq. (10).
min
Â F À w j ; h ci ; k jc ÁÃ ¼ min
The boundary conditions are P k c¼1 k ci ¼ 1; 0 k ci 1. Similar to the derivation in literature (He et al., 2011) [3] , the fuzzy clustering matrix (H) and fuzzy class centre matrix (K) can be obtained as shown in Eqs. (11) and (12 
After the adoption of the FCA method, the assessment sample can be classified into five classes, which can be found in the research article (Lyu et al., 2019) [1] . Based on the clustering matrix (H) and fuzzy class centre matrix (K), the combined FAHP-FCA can be applied to modify the weights from the AHP and the interval FAHP.
